
Before installation
Before mounting the painting, make sure the chosen location is suitable and the wall
is clean, dry, and free of dust. Prepare the necessary tools: a level, measuring tape,
and a hammer or screwdriver if hooks need to be installed.

Construction
The acrylic painting is made of high-quality 4 mm thick acrylic glass, which is
resistant to scratches and moisture. Thanks to advanced printing technology, it offers
vivid colors, excellent details, and a 3D depth effect. The surface is protected against
UV radiation, ensuring long-lasting colors and an elegant appearance over time.
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IMPORTANT! Follow safety precautions when using this product.
Ensure that the picture is properly mounted on a stable surface. Avoid moisture, direct contact with fire, and
high temperatures, which can cause deformation or surface dulling. Protect the product from impacts,
scratches, and contact with sharp objects that can damage the acrylic. Store the picture in a dry, shaded
place to prevent color fading and damage. Keep the product away from children and pets to avoid
accidental damage. After use, dispose of it in accordance with local regulations for synthetic materials.
Failure to follow these recommendations may result in product damage or pose a safety risk to the user.

How to clean the painting?
Use only a soft, dry, or slightly damp cloth. Avoid using sharp tools, abrasive
materials, or aggressive cleaning agents, as they may damage the surface or print.
Regularly removing dust with a delicate cloth will help maintain the painting’s
elegant appearance for years.

Step-by-Step Installation Guide
1. Mark the mounting points and attach hooks suitable for the weight of the picture. 2.
Hang the picture, ensuring it is stable and properly aligned. 3. If necessary, adjust its
position to achieve perfect leveling.


